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Single-Door Type 12 EMC Enclosures

Application

Designed to house sensitive electronics and
communications equipment in installations
where electromagnetic compatibility and/or
system security is required.These boxes
protect equipment which should be isolated
from stray electromagnetic interference (EMI)
and radio frequency interference (RFI) and
also contain stray EMI/RFI signals produced by
internal components. Enclosure will protect
internal components against dust, dirt, oil, and
water.

Construction

• 16 gauge steel bodies and 14 gauge doors on
all sizes through 24.00 x 24.00; remaining
larger sizes, 14 gauge

• Seams continuously welded and ground
smooth, no holes or knockouts

• Door and body stiffeners in larger
enclosures for extra rigidity

• Rolled lip around three sides of door and all
sides of enclosure opening keeps liquids and
contaminants out and provides wide contact
area for RF gasket

• Combination gasket of woven plated steel
mesh and oil-resistant material provides RF
seal as well as oil-tight and dust-tight seal
between door and body

• Gasket held in place by special retainers
• Stainless steel door clamp assembly on three

sides of hinged door provides positive
clamping

• Door clamps are quick and easy to operate
• Door removable by pulling hinge pin
• Hasp and staple provided for padlocking
• Data pocket is high-impact thermoplastic
• Collar studs provided for mounting optional

panels
• Shielding effectiveness greater than 75 dB at

1 GHz

Finish

Zinc plated per specification ASTM-B633,
Class FE/Zn 5,Type II (yellow) provides
corrosion-resistant conductive surfaces for
gasket contact areas and conduit entries.

Industry Standards

UL 508, File No. E61997,Type 12
NEMA/EEMAC Type 12 
CSA, File No. LR42186,Type 12
VDE IP66
IEC 60529. IP 54

Shielding effectiveness tested in accordance
with:
•IEEE 299-1991
•VG 95-373, part 15, 1978
•MIL-STD-285, 1956

Accessories
See General Accessories index

Corrosion Inhibitors
Door Stop Kit
Drip Shield Kit
Electrical Interlocks
Enclosure Stabilizer
Fast Operating Clamp Assembly
Floor Stand Kit
Lighting Kits
Lock Kit
Panel Support Kit
Panels; zinc-plated, white painted, stainless 

steel, composite, or aluminum
Rack Mounting Angle Kit
Swing-Out Panel Kit
Terminal Kit Assembly
Wiring Duct

Patent pending:
EMC
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Standard Sizes Single-Door Type 12 EMC Enclosures
Body Door Enclosure Size * Panel Panel Size

Catalog Number Gauge Gauge A x B x C Catalog Number D x E
A-161206LPEMC 16 14 16.00 x 12.00 x 6.00 A-16P12 13.00 x 9.00

(406 x 305 x 152) (330 x 229)

A-201606LPEMC 16 14 20.00 x 16.00 x 6.00 A-20P16 17.00 x 13.00
(508 x 406 x 152) (432 x 330)

A-242006LPEMC 16 14 24.00 x 20.00 x 6.00 A-24P20 21.00 x 17.00
(610 x 508 x 203) (533 x 432)

A-242408LPEMC 16 14 24.00 x 24.00 x 8.00 A-24P24 21.00 x 21.00
(610 x 610 x 203) (533 x 533)

A-302408LPEMC 16 14 30.00 x 24.00 x 8.00 A-30P24 27.00 x 21.00
(762 x 610 x 203) (686 x 533)

A-363008LPEMC 16 14 36.00 x 30.00 x 8.00 A-36P30 33.00 x 27.00
(914 x 762 x 203) (838 x 686)

A-483608LPEMC 16 14 48.00 x 36.00 x 8.00 A-48P36 45.00 x 33.00
(1219 x 914 x 203) (1143 x 838)

A-603612LPEMC 16 14 60.00 x 36.00 x 12.00 A-60P36 57.00 x 33.00
(1524 x 914 x 305) (1448 x 838)

*Panels must be ordered separately. Optional stainless steel, zinc-plated, composite and aluminum panels are available for
most sizes. See General Accessories.


